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ABSTRACT We measure the properties of coherent popula-
tion trapping (CPT) resonances in Cs vapor cells as a function
of temperature. We expected the CPT signal to increase with
higher vapor density, but instead the signal fades away above
a certain density. Two possible density-dependent explanations
are discussed: spin-exchange collisions, which are found to give
no relevant contribution at the temperatures considered here,
and increased absorption due to the optical thickness of the
vapor. The dependence of the dark-line resonance amplitude
as a function of cell temperature can be well represented by
a simple model based on the optical thickness of the vapor as
a function of temperature.

PACS 42.50.Gy; 32.70.Jz; 32.70.Fw; 32.80.Bx; 42.62.Eh

1 Introduction

Since their first observation in 1976 [1], dark-line
resonances based on coherent population trapping (CPT) have
found a variety of applications in laser cooling [2] and laser
spectroscopy, leading, for instance, to sensitive magnetome-
ters [3] and atomic-frequency references [4]. Steady techni-
cal advances have allowed the measurement of very narrow
linewidths [5, 6] with high sensitivity in robust and compact
setups [7].

The sensitivity of a device based on CPT depends on the
density of the atomic medium. This dependence is compli-
cated, however. For optically thin media, a higher density
means more atoms interact with the fields, resulting in an in-
creased signal at the CPT resonance. For optically thick cells
at higher temperature, the large overall attenuation as well
as the spin-exchange collisions between the alkali atoms can
decrease the size of the CPT effect substantially. In the case
of an alkali atomic vapor at thermodynamic equilibrium in
a sealed cell, the density grows exponentially with the cell
temperature. Measurements show that when the temperature
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is increased above a certain point, the amplitude of the dark-
line signal decreases and eventually disappears [8]. A similar
effect has also been found for a so-called 45◦ magnetome-
ter based on magnetic resonance with a Zeeman transition
in an optically pumped potassium vapor [9]. A temperature-
dependent transmission of sodium vapor near a CPT reson-
ance was examined in [10], while in [11] the line narrowing
and the influence of the large phase shifts at high density were
observed.

We demonstrate here that, for centimeter-scale cells and
low laser power, this reduction of signal size at high cell tem-
perature is a result of the increasing optical thickness of the
medium and of the fact that spin-exchange collisions play
only a small role. While smaller signals result in lower de-
vice performance, they can be used to advantage in compact
dark-line resonance sensors for mobile applications.

2 Dark-line resonance spectroscopy

Coherent population trapping can be achieved in
so-called Λ systems, consisting of two long-lived, low-lying
states and an excited state, connected, for example, with the
D lines of the alkali atoms. When two near-resonant, phase-
stable light fields interact with the two optical transitions from
the ground states to the excited state, the atoms are pumped
into a coherent dark state if the laser fields’ difference fre-
quency exactly equals the ground-state splitting. This dark
state is characterized by the presence of a ground-state coher-
ence out of phase with the driving light fields, such that further
excitation of the atoms by the light fields is suppressed. The
fluorescence intensity is correspondingly reduced, leading to
a dark line in the spectrum. Since the resonance width is deter-
mined by the lifetime of that coherence, and the coherence can
be quite long-lived, very narrow widths can be observed [5, 6].

For compact, simple implementations, the bichromatic
light field can be generated by the direct modulation of the
injection current of a vertical-cavity, surface-emitting laser
(VCSEL) [12]. VCSELs can be manufactured as inexpensive,
easy-to-handle devices with low input currents and high mod-
ulation bandwidths [13]. Given the limited range of wave-
lengths where VCSELs are available, the D2 line of cesium at
852 nm is currently the natural choice of element and excita-
tion wavelength.
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For Cs, the hyperfine splitting in the ground state is at
9.2 GHz. When the VCSEL current is modulated at one-half
this frequency, the dark-line resonance can be prepared by
tuning each of the first-order modulation sidebands to the
two hyperfine components of the Doppler-broadened opti-
cal transition line [12]. Dark-line resonance spectroscopy can
then be performed by scanning the two first-order modula-
tion sidebands about their nominal frequency separation of
9.2 GHz. The RF (radio frequency) power coupled into the
VCSEL was chosen such that ≈ 60% of the optical power
was contained in the first-order sidebands; the remainder
resided in the carrier and higher-order sidebands. The power
ratio between the blue and red first-order sidebands was ap-
proximately 2:1, with the imbalance due to the unavoid-
able combination of simultaneous frequency and amplitude
modulation.

The light was changed to circular polarization and sent
through a vapor cell of diameter 20 mm and length 5 mm
(alternatively, a cell of length 20 mm was used) and de-
tected with a photodiode (Fig. 1). The resonant laser inten-
sity that resulted in the best signal-to-noise ratio was found
to be 50 µW/cm2 for the beam diameter of 4 mm. The va-
por cell contained 5 kPa of neon buffer gas that was added
in order to increase the interaction time of the Cs atoms
with the laser beam. The cell was surrounded by a mag-
netic and a thermal shield. A longitudinal magnetic flux dens-
ity of approximately 4 µT was applied to separate the Zee-
man components. In the following, only the central com-
ponent (“clock transition”), corresponding to the coupling of
the ground states |F = 3, m = 0〉 and |F = 4, m = 0〉, will be
considered.

The cell was heated and the temperature was stabilized to
within a few millikelvins. The dark-line resonance was de-
tected by scanning the RF frequency and measuring the trans-
mitted power. In order to increase the signal-to-noise ratio, the
RF frequency was modulated at ωm = 2π ×530 Hz, and the
photodiode signal demodulated with a lock-in amplifier. The
dc current of the laser was stabilized to the point of minimum
noise [14] near the center of the Doppler-broadened absorp-
tion peak by modulating it at 10 kHz and demodulating the
photodiode signal with a second lock-in amplifier. This choice
of operating point also results in symmetric, Lorentzian-like
resonance lines [2].
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FIGURE 1 Experimental setup. When the switch is closed (dashed line),
the system works as an atomic-frequency reference, an atomic clock

3 Cell temperature

3.1 Experimental evidence

A series of dark-line resonance spectra was meas-
ured for various temperatures of the vapor cell. For each meas-
urement point, the cell temperature was allowed at least 2 h
to stabilize. The dark-line resonance was then detected by
scanning the 4.6-GHz RF frequency, and therefore the differ-
ence frequency of the two resonant light fields. Due to the
530-Hz frequency modulation the dark-line spectra contain
three contributions, one by the carrier (subscript j = 0) and
one each by the two first-order sidebands (subscripts j = ±1).
The in-quadrature output, S(∆ω), of the lock-in amplifier as
a function of laser difference frequency, ∆ω, can be written
as [15]

S(∆ω) ∝ [ϕ−1(∆ω)+ϕ+1(∆ω)−2ϕ0(∆ω)] , (1)

where the functions ϕj(∆ω) describe the phase shift that each
laser frequency component, j , has experienced after transmis-
sion through the cell. The phase shifts ϕj(∆ω) are propor-
tional to the real part of the complex index of refraction of the
medium. Here we assume that the ϕj(∆ω) have a dispersion-
like Lorentzian shape. These must have the same widths and
amplitudes for all j [15]:

ϕj(∆ω) ∝ ∆ω+ jωm

(∆ω+ jωm)2 +γ 2
CPT

. (2)

Here γCPT is the full width at half maximum (FWHM) of the
dark-line resonance.

Figure 2 shows the peak-to-peak height of the measured
frequency-modulation lineshape as a function of cell tempera-
ture. The CPT resonance amplitude increases with tempera-
ture up to a certain point and then drops rapidly at higher
temperatures, disappearing completely around 65 ◦C. Since
destruction of the ground-state coherence by 9.2-GHz black-
body radiation is completely negligible in this temperature
regime, we consider two density-dependent effects that could
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FIGURE 2 Amplitude of the dark-line resonance as a function of vapor cell
temperature (resonant light power 37 µW)
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be responsible for the observed behavior: spin-exchange col-
lisions and increased absorption in an optically thick vapor.
Both will affect the dark-line resonance width and amplitude
simultaneously, allowing us to distinguish between the two
processes. We will now examine them in turn.

3.2 Spin-exchange collisions

Spin-exchange collisions can occur when two al-
kali atoms collide and exchange spin angular momentum.
Both the amplitude and the width of the dark-line resonance
depend on the coherence between the two lower states of the
Λ system. Spin-exchange collisions destroy this coherence,
thereby increasing the width and reducing the amplitude of
the resonance. If these collisions were responsible for the de-
crease in resonance amplitude as seen in Fig. 2, γCPT, the
decay rate of the coherence, should correspondingly be in-
creased significantly.

The contribution of Cs–Cs collisions to the ground-state
coherence relaxation rate is proportional to the Cs number
density, nCs, and is given by [16]

ΓCs−Cs = 6IN +1

8IN +4
v̄relnCsσSE . (3)

For cesium, with nuclear spin quantum number IN = 7/2,
the spin-exchange cross-section is σSE = (2.18 ± 0.12)×
10−14 cm2 [17, 18]. The average relative velocity is given as
a function of temperature as v̄rel = √

16kBT/πmCs, where mCs
is the Cs atomic mass [19]. The density nCs increases expo-
nentially with temperature:

nCs = p0

kBT
exp

(
−T0

T

)
. (4)

For cesium the vapor pressure, p0, at the reference tempera-
ture T0 = 9132 K is 1.950 ×109 Pa for the vapor phase [20].

The spin-exchange cross-section itself is slightly tempera-
ture dependent, but the 2% change over 100 K [21] can be
neglected. For temperatures near 60 ◦C, the estimated broad-
ening of the dark line as a result of spin-exchange collisions
is 100 Hz FWHM and thus similar in magnitude to the other
broadening factors. In the experiment, the width of the res-
onance remains basically constant or even decreases slightly
with temperature. This can be seen in Fig. 3, where the full
width of the CPT resonance, γCPT, (referenced to the full 9.2-
GHz frequency splitting and determined by fitting (1) to the
experimental lineshape) is shown as a function of cell tem-
perature (solid squares). In the 5-mm-long cell, the width of
the CPT resonance is about 700 Hz; the broadening is due
mostly to collisional dephasing of the Cs atoms at the cell
windows.

To resolve more subtle changes in the width of the res-
onance, the same measurement was performed in a cell of
length 20 mm but otherwise identical. Here the linewidth is re-
duced by a factor of two (open squares in Fig. 3) because of
less-frequent collisions of the atoms with the cell windows. It
can be seen more clearly here that the CPT width decreases
with cell temperature. A calculation of the expected width
due to spin-exchange collisions between the cesium atoms,
using (3), is represented by the dashed line. To account for

FIGURE 3 Full-width at half maximum (FWHM) of the dark-line reson-
ance as a function of cell temperature in a cell of 5-mm length (solid squares)
or of 20-mm length (open squares), referenced to the full 9.2-GHz hyperfine
splitting. Dashed and solid lines are theoretical predictions for broadening of
the dark-line resonance due to spin-exchange collisions and optical density
effects, respectively

temperature-independent contributions to the width due to
buffer gas and wall collisions, a constant width of 350 Hz was
added to the spin-exchange contribution.

Since the Cs-Cs collisions destroy the ground-state coher-
ence, they should decrease the dark-line resonance amplitude
and simultaneously broaden it significantly. Obviously, in the
range of 40–50 ◦C, where the dark-line resonance amplitude
in Fig. 2 begins to decrease, the spin-exchange contribution to
the width is only a few hertz. We can therefore conclude that
spin-exchange collisions are not responsible for the reduction
in amplitude of the dark-line resonance.

3.3 Optical-thickness effect

The remaining possibility to account for the am-
plitude reduction of the resonance is a strong increase in the
absorption coefficient with temperature as the cell becomes
optically thick. The width of the dark-line resonance should
then be a function of the light intensity at every single position
in the light path over the whole cell, with lower local intensi-
ties giving rise to narrower local contributions to the overall
lineshape due to reduced power broadening. Modelling this
behavior is rather complicated because the effects of propaga-
tion must be integrated over the length of the cell and, strictly
speaking, also over the transverse intensity profile of the laser
beam. However, a simple phenomenological model is found
to reproduce the disappearance of the dark-line resonance for
higher cell temperatures.

To analyze the effects of optical thickness, the absorp-
tion coefficient, α, was calculated as a function of tempera-
ture. It can be estimated from the transmitted resonant power
through the vapor cell if the sideband power is known: only
the two first-order sidebands are on resonance, and so only
those frequency components can be absorbed. For higher tem-
peratures, the optical absorption saturates at 66%, meaning
the fraction of resonant light in the two first-order sidebands is
that fraction of the total power.
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At optical intensities for which the ground-state level pop-
ulations are not significantly altered from their equilibrium
values, Beer’s law is a good approximation. It predicts that
this absorbed fraction of the total resonant incident light in-
tensity, I0, over the cell of length L will depend exponentially
on α. α, in turn, is proportional to the atom number density,
nCs, and therefore depends strongly on the temperature of the
vapor, according to (4). For the absorbed fraction it follows
that

1 − Itrans(L)

I0
= 1 − exp [−α(T )L]

= 1 − exp

[−ϑabs

T
exp

(
−T0

T

)]
. (5)

The constant ϑabs includes the proportionality factor between
α and nCs.

Experimental results for the absorbed fraction of resonant
light in each sideband are plotted in Fig. 4. The lines in the
figure are fits of (5), where ϑabs is the only fit parameter. For
a cesium cell 5-mm long, almost no resonant light is trans-
mitted at temperatures above 55 ◦C. This suggests that the
reduction in amplitude of the resonance at higher tempera-
tures is caused by the vapor becoming opaque.

The amplitude, hCPT
(
Itrans (T )

)
, of the dark-line resonance

should thus depend on the intensity of the transmitted light.
Although the cesium atom has a rather complex level struc-
ture, it was found that it can be described by an effective
three-level theory amazingly well [8]. For a closed, symmet-
ric, three-level system, hCPT was derived in [16] to be

hCPT ∝ nCs
G2 I2

trans

Γ 2

1

2Γ12 + G Itrans/Γ
∝ I2

trans

IS + Itrans
. (6)

Here G = g2/Itrans, g is the Rabi frequency of the optical ex-
citation, and Itrans is the corresponding laser intensity. Γ12 and
Γ are the decay rates of the ground-state coherence and the
optical coherence, respectively. This means that for low inten-

FIGURE 4 Absorbed fraction of resonant laser power in a cell 5-mm long
as a function of temperature. Solid and open symbols represent the measure-
ments for the absorption of the high- and low-frequency first-order sidebands,
respectively. Solid and dashed lines show the fits of (5) to these two sets of
data, respectively

sities, i.e., Itrans � IS = Γ12Γ/G, the amplitude rises quadrat-
ically with Itrans, whereas at higher intensities it increases
proportional to Itrans (Fig. 5). The squares are the measured
values, while the solid line is a fit of (6) to the data below
70 µW/cm2. The scaling factor of the amplitude is the only fit-
ted parameter in this case because IS can be obtained from the
linewidth data of the same spectra as those underlying Fig. 5
with the help of a relation derived in [2]:

γCPT = 2Γ12 + (G/Γ )Itrans . (7)

One finds the best fit to the data points for γCPT with IS =
14(1)µW/cm2.

The good agreement between the data and the fit at low in-
tensity in Fig. 5 shows that the numbers derived from the CPT
resonance amplitude and width are consistent with each other
and with the models (6) and (7). For higher intensities, the
width becomes larger than the modulation frequency and the
model corresponding to (1) starts to become over-determined
because the carrier and sidebands of the 530-Hz modulation
are now overlapping completely. For higher modulation fre-
quencies this would happen at higher intensities, but since the
optimum operating point of the dark-line spectrometer is at
low intensities, the behavior at higher intensities is not of con-
cern here.

One can now try to derive the temperature dependence
of the dark-line amplitude by plugging into (6) the measured
dark-line amplitude for one fixed temperature, TC, and then
scaling it with the temperature-dependent vapor density (4).
The result is

hCPT(T ) = εhCPT
(
I(T )

)× nCs(T )

nCs(TC)
(8)

= ε
I2
0 exp

(
− 2ϑCPT

T e−T0/T
)

IS + I0 exp
(
−ϑCPT

T e−T0/T
)

× TC

T
exp

(
−T0

T
+ T0

TC

)
, (9)

FIGURE 5 CPT amplitude as a function of total resonant laser intensity
(squares) at a cell temperature of 20.7 ◦C. The solid line is the fit of (6) to
the data below 70 µW/cm2
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where I0 is the resonant intensity incident on the cell.
In Fig. 6, the solid lines are obtained with ϑCPT and the
scaling factor ε as the only free parameters. The squares
represent the measurements with the 5-mm-long cesium
cell. Open symbols correspond to a measurement with
total resonant light intensity I0 = 122.1 µW/cm2, while for
the solid symbols I0 = 24.4 µW/cm2 is used. The pecu-
liar shape of the experimental curves is very well repre-
sented by the model (9), supporting the proposition that the
temperature dependence is essentially an optical-thickness
effect.

Additional confirmation can be obtained by varying the
cell’s length. For each cell length the CPT resonance ampli-
tude should reach a maximum at a temperature corresponding
to the same optical thickness. This can clearly be seen in
Fig. 6, where the triangles correspond to measurements taken
with a cesium cell of length 20 mm, but otherwise identi-
cal to the 5-mm long cell. For the short cell, the resonance
amplitude is lower for the same optical thickness and inten-
sity because collisions with the windows are more frequent,
destroying the coherence and therefore broadening the reson-
ance line.

Table 1 summarizes the various values obtained for ϑ,
the proportionality factor between vapor density and absorp-
tion coefficient, using the models introduced above. ϑCPT is
the relevant free parameter in (9); ϑabs,high and ϑabs,low were
obtained from the fits of (5) by using the data for the ab-
sorbed fraction of the upper and lower modulation sidebands,
respectively.

Within the measurement uncertainties we find a good
agreement between the values for ϑ in each row of the table.
Furthermore, we expect the absorption, i.e., ϑ, to be propor-
tional to the length of the cell. The values for the long cell
should thus be four times larger than those for the short cell,

FIGURE 6 Amplitude of the dark-line resonance as a function of vapor
cell temperature for a cesium cell containing 5-kPa Ne of 5-mm length
(squares, solid lines) or 20-mm length (triangles, dashed lines), illuminated
with 24.4 µW/cm2 (solid symbols) or 122.1 µW/cm2 (open symbols) total
resonant incident light intensity. Only ϑCPT and the scaling factor ε are fitted
for the lines, representing (9)

Cell Intensity ϑCPT ϑabs, high ϑabs, low

(1015 K) (1015 K) (1015 K)

Long Low 4.2 4.3 4.4
Long High 2.9 3.4 2.9
Short Low 0.9 1.2 1.1
Short High 1.1 1.0 0.9

TABLE 1 Values of the scaling parameter ϑ: ϑCPT fitted with (9); ϑabs, high
and ϑabs, low taken from the fits to (5) for the blue and red first-order side-
bands, respectively

which is approximately the case. Changing the incident laser
intensity, in contrast, should not change the absorption coef-
ficient. This is true for the short cell; for the long cell there
is a small discrepancy that is not explained by the simple
model.

Another check on the consistency of the model in-
volves the width of the CPT resonance, measured as a func-
tion of cell temperature (Fig. 3). The solid line is cal-
culated using the measured resonant laser intensities be-
hind the cell and the measured value for the slope G/Γ

in (7). A constant width of 300 Hz has been added to rep-
resent the temperature-independent contributions, thus al-
lowing for easier comparison with the experimental data.
The decrease in linewidth due to reduced power broaden-
ing at the higher densities, corresponding to higher cell
temperatures, is well represented by the optical-thickness
model.

4 Conclusion

In conclusion, the reduction of the dark-line sig-
nal amplitude with increasing temperature can be modelled
well as an optical-thickness effect. Remarkably, a calculation
based on a simple, symmetric three-level system is all that is
needed to explain the experimental data. Spin-exchange col-
lisions do not appear to play a role for temperatures below
60◦.

For applications where a miniaturized setup is desirable,
the shorter vapor column in a small cell would require a higher
operating temperature in order to have the same number
of atoms participating in the resonance. Fortunately, as was
shown here, the reduction in signal size for increasing tem-
perature is not due to spin-exchange collisions, which would
have broadened the resonance and therefore reduced the sen-
sitivity of the device. The optical-thickness effect, in con-
trast, is not a problem for miniaturization, because heat-
ing a small cell simply brings up the optical density to the
value it had in the optimum case for a longer cell at lower
temperature. The higher operating temperature may actu-
ally simplify the construction of sensors for in-field appli-
cations, because the thermal control system becomes much
more efficient when only heating rather than heating and
cooling is required over the full range of expected ambient
temperatures.
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NOTE ADDED IN PROOF Very recently we became aware
of the article by T. McCelland et al., Phys. Rev. A 33, 1697 (1986), where
for the related case of a microwave resonance experiment on the Cs clock
transition a line-narrowing was observed at elevated temperatures, similar to
our Fig. 3. Using a different theoretical approach they reached conclusions
consistent with ours.
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